DINE.

From Control Tower to Roadway

Approximate Distance= 1100m

Activity: Functional Testing of 54GA
Handheld Remote Control

Location: From Control Tower to
Roadway

Material: S4GA Solar Lights

Note: Trial Test was Done with
Different Available Distance
Location of Solar Lights
Findings: The solar functions well
after switching on via handheld
remote control.

MNote: There is clear vision of the
solar lights between the two

locations.

Trial 1



Activity: Functional Testing of S4GA
Handheld Remote Control

Location: From Control Tower to
Roadway

Material: S4GA Solar Lights

MNote: Trial Test was Done with

Different Available Distance

Findings: The solar functions well
after switching on via handheld
remote control.

Note: There is clear vision of the
solar lights between the two

locations.,

Trial 2

From Control Tower to Roadway

Approximate Distance= 1400m

Location of Solar Lights

Trial 2
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Activity: Functional Testing of S4GA
Handheld Remote Control
Location: From Control Tower to
Roadway

Material: S4GA Solar Lights

Note: Trial Test was Done with

Different Available Distance

Findings: The solar functions well
after switching on via handheld
remote control.

Note: There is clear vision of the
solar lights between the two

locations.

Trial 3

From Control Tower to Roadway

Approximate Distance= 1500m

"IN

Location of Solar Lights

Trial 3



